
QUICK RELEASE SYSTEM
QO1K - USER MANUAL

KRAKEN

STEP 1
Remove the plate from themast and the plastic
cap preassembled on it, paying attention not to
scratch the plate

STEP 3
Assemble the Kraken Quick Release System on your mast. There are two different setups
depending on whether you have a plate with a circular or oval bushing:

STEP 2
Remove the module with the steel bar and the
zinc anode preassembled on the mast

CHECK THE OFFICIAL VIDEO TUTORIAL
ON THE SABFOIL YOUTUBE CHANNEL
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If the conical pin’s rotation starts to get difficult before
it gets to 0,5-1,0mm, add 1 or more shims to each side

Screw the conical pin into its seat. About
0.5-1.0mm from the stop, the rotation should

start to becomemore difficult
You can still get to 0mm, tightening hard

with the short lever of the hex tool
Finally, by using the long lever of the hex tool,

tight hard the conical pin

CASE 1: Q01K TOO HARD TO TIGHTEN CASE 2: Q01K TOO EASY TO TIGHTEN

If the conical pin’s rotation remains soft all the way in,
remove 1 or more shims from each side

STEP 4
Insert the conical pin and go to the “SHIMS
SETUP” paragraph of the user manual

After the first few foil sessions, the Quick Release Systemmay settle, so you need to check
the setup and repeat the steps above one more time. After this adjustment, no further
action will be required, but we still recommend that you keep your systemmonitored

KRAKEN QUICK RELEASE SYSTEM - SHIMS SETUP

HOW IT WORKS

This is how the Quick Release System actually works with a correct shims setup:

The Kraken Quick Release System
generates both a longitudinal and a

transverse force to the mast, making the
system solid and reliable
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